NMC Globaf Corporation
236 Ernston Road, Parlin, NJ 08859, Tel: 732-727-9520 Fax: 732-727-9530

e-mail: nmcglobal@nmcigroup.com. Web page: www.nmcigroup.com

Ref:  Sampling and lab analysis of #6 Fuel Oil from Shore Tank#135, after the
discharging of barge “Penn 1217, at Sprague, Rensselaer, NY on August 25,

2007
File Number: 45947 Sample Number: 45947-4
CERTIFICATE OF ANALYSIS
SHORE TANK #15
TEST METHOD UNITS RESULT
UPPER
API Gravity D-4052 ® API @ 60 °F 13.0
Viscosity D-445 CST @50 °C 450.2
D-2161 SFS @122 °F 2124
Sulfur D-4294 Weight % 1.202 o Sl R
MIDDLE b A
API Gravity D-4052 ®API @ 60 °F 12.8
Viscosity D-445 CST @50 °C 450.4
D-2161 SFS @122 °F 212.5
Sulfur D-4294 Weight % 1.07¢
LOWER
API Gravity D-4052 © API1(@ 60 °F 12.7
Viscosity D-445 CST @s0 °C 441.2
D-2161 SFS @122 °F 208.2
Sulfur D.4294 Weight % 0.995
SUCTION
APT Gravity 1-4052 ¢ APl @ 60 °F 12.7
Viscosity D-445 CST @50 °C 444.8
D-2161 SFS @122 °F 209.9
Sulfur D-4294 Weight % 0.997
COMPOSITE :
Pour Pomnt D-97 °F 37 £
Flash Point D-93 °F 200+ :
Sediment & Water D-1796 Volume % 0.20 B
Micro Carbon Residue D-4530 Weight % 10.0 u
Ash D-482 Weight % 0.071 2
Vanadium D-5863 PEM 44 &
Sodium D-5863 PPM 15
Asgphaltenes D-3279 Weight % 2.02
Nitrogen D-5762 Weight % 0.33
Heat of Combustion D240 BTU/LAB 18,542
BTU/GAL 151,616
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